
FL200-LED - Ground Stake
Installation Details
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Ground Stake

18” Wire Lead

25’ Wire Lead from
previous �xture

25’  Wire Lead
18”  Wire Lead from
next �xture

ALOC waterproof
connectors

Fixture Height: 4.25 in. (10.79 cm)
Fixture Width: 5.25 in. (13.33 cm)
Fixture Depth: 6 in. (15.24 cm)
Base Height: 3 in. (7.62 cm)

FL200-LED Housing

Adjustable knuckle

Solid Brass Faceplate
Glass Lens with gasket

Tightening screw

4.25 in. (10.79 cm)

5.25 in. (13.33 cm)

6 in. (1
5.24 cm

)

3 in. (7.62 cm



FL200-LED - PERMAPOST
Installation Details
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Fixture Height: 4.25 in. (10.79 cm)
Fixture Width: 5.25 in. (13.33 cm)
Fixture Depth: 6 in. (15.24 cm)
Base Height: 3 in. (7.62 cm)

FL200-LED Housing

Adjustable knuckle

Solid Brass Faceplate
Glass Lens with gasket

Tightening screw

4.25 in. (10.79 cm)

5.25 in. (13.33 cm)

6 in. (1
5.24 cm

)

3 in. (7.62 cm
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