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•	For	use	with	P51530-X0,	3-2536-X0,	3-8510-X0,	3-8512-X0,		3-2537-XC-X0,	3-2551-X0-X0-XX,	3-272X-XX

•	 For	use	with	P51530-X0,	3-2536-X0,	3-8510-X0,	3-8512-X0,	3-2537-XC-X0,	3-2551-X0-X0-XX,	3-272X-XX

PVC Tee SCH 80 -  Fitting Only

Part No. Code No. Size [in.] Sensor Type L [in.] H [in.] i.d [in.]

MPV8T005F 159 001 614 0.50 Flow -X0, pH -XX 3.75 3.50 0.85

MPV8T007F 159 001 615 0.75 Flow -X0, pH -XX 3.75 3.70 1.06

MPV8T010F 159 001 616 1.00 Flow -X0, pH -XX 4.30 4.00 1.33 

MPV8T012F 159 001 617 1.25 Flow -X0, pH -XX 4.40 4.30 1.67

MPV8T015F 159 001 618 1.50 Flow -X0, pH -XX 5.00 4.60 1.91

MPV8T020F 159 001 619 2.00 Flow -X0, pH -XX 5.50 5.00 2.40

PVC Tee SCH 80 - with Pipe1

Part No. Code No. Size [in.] Sensor Type L [in.] H [in.] o.d [in.]

MPV8T005 159 001 623 0.50 Flow -X0, pH -XX 14 3.50 0.84

MPV8T007 159 001 624 0.75 Flow -X0, pH -XX 14 3.70 1.05

MPV8T010 159 001 625 1.00 Flow -X0, pH -XX 17 4.00 1.32 

MPV8T012 159 001 626 1.25 Flow -X0, pH -XX 20 4.30 1.66

MPV8T015 159 001 627 1.50 Flow -X0, pH -XX 24 4.60 1.90

MPV8T020 159 001 628 2.00 Flow -X0, pH -XX 26.5 5.02 2.38
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•	 For	use	with	P51530-X0/-X1,
 3-2536-X0/-X1, 3-8510-X0/-X1,
 3-8512-X0/-X1, 3-2537-XC-X0/-X1,
 3-2551-X0-XX/-X1-XX, 3-272X-XX

PVC Clamp-on Saddles SCH 80

Part No. Code No. Size [in.] Sensor Type L [in.] H [in.] d [in.] C [in.]

PV8S020 159 000 637 2.00 Flow -X0, pH -XX 4.00 5.0 2.375 1.43

PV8S025 159 000 638 2.50 Flow -X0, pH -XX 4.75 5.4 2.875 1.43

PV8S030 198 150 577 3.00 Flow -X0, pH -XX 5.00 6.0 3.500 1.43

PV8S040 198 150 578 4.00 Flow -X0 5.00 7.1 4.500 1.43

PV8S060 198 150 579 6.00 Flow -X1 5.00 10.0 6.625 2.25

PV8S080 159 000 639 8.00 Flow -X1 5.00 11.5 8.625 2.25

•	For	use	with	P51530-X0,	3-2536-X0,	3-8510-X0,	3-8512-X0,		3-2537-XC-X0,	3-2551-X0-X0-XX,	3-272X-XX

CPVC Tees SCH 80 -  Fitting Only

Part No. Code No. Size [in.] Sensor Type L [in.] H [in.] i.d [in.]

MCPV8T005F 159 001 632 0.50 Flow -X0, pH -XX 3.75 3.50 0.85

MCPV8T007F 159 001 633 0.75 Flow -X0, pH -XX 3.75 3.70 1.06

MCPV8T010F 159 001 634 1.00 Flow -X0, pH -XX 4.30 4.00 1.33 

MCPV8T012F 159 001 635 1.25 Flow -X0, pH -XX 4.40 4.30 1.67

MCPV8T015F 159 001 636 1.50 Flow -X0, pH -XX 5.00 4.60 1.91

MCPV8T020F 159 001 637 2.00 Flow -X0, pH -XX 5.50 5.00 2.40
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Installation Fittings

•	 Mounts	on	PVC	pipe
•	 C	-	Clearance	dimension
•	 EPR	(EPDM)	O-ring

•	 For	use	with	P51530-X0,	3-2536-X0,	3-8510-X0,	3-8512-X0,	3-2537-XC-X0,	3-2551-X0-X0-XX,	3-272X-XX

PVC Tees SCH 80 - with Pipe1

Part No. Code No. Size [in.] Sensor Type L [in.] H [in.] o.d [in.]

PV8T025 198 801 573 2.50 Flow -X0, pH -XX 24 5.4 2.88

PV8T030 198 801 416 3.00 Flow -X0, pH -XX 24 6.0 3.50

PV8T040 198 801 436 4.00 Flow -X0, pH -XX 24 7.0 4.50


